Attorney Docket No.: 1033-SS00419 
SPECIFICATION AMENDMENTS: 
Please amend the specification as indicated: 

Please replace paragraph [0019] with the following amended paragraph: 

Annex G may also be employed to assist SCM with address resolution, access 
authorization and usage reporting between administrative domains in H.323 systems. In 
practice, a network or domain border element [[or]] may facilitate the exchange of information 
regarding the addresses a given network or domain can resolve. Addresses may be specified in a 
manner that effectively allows the requesting user's device or a network element supporting the 
device to determine an appropriate destination for the call. A connection server 14 may control 
access to connection information, and request reports on the usage made during calls to those 
addresses. 

Please replace paragraph [0020] with the following amended paragraph: 

In the depicted embodiment, SCM 12 may include connection server 14, which may be 
communicatively coupled with and maintaining an information store 16. Information store 16 
may be holding connection information for a collection of devices 18 associated with a managed 
internet protocol network 20 and additional connection information for other devices like video 
camera system 30 associated with a different managed internet protocol network 22. Managed 
networks [[22]] 20 and 22 may be maintained separately by different service providers, may be 
different domains of a larger network, or may simply be geographically disperse branches of a 
larger network. 

Please replace paragraph [0038] with the following amended paragraph: 

System 10 and SCM 12 may perform several additional functions with the components 
listed above or other dedicated components. Connection server 14 may include a registration 
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engine associated with information store 16 that maintains a menu of available content sources 
including system 30. Connection server 14 [[12]] may also have an access engine that 
recognizes a signal indicative of a user input from a user device. The user input may include an 
address for system 30 and may indicate a desire to receive an information stream from system 
30. 
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